Oil Level Glasses

Model ME (Brass)

* One-piece brass housing and reflector

Art.No, 1hread 4 No,  Thread d L a b ¢ e
Inches mm
 Clear natural glass

ME-1 G 3/8” ME-51 M16x15 | 22 9,1 18,0 40 8,0 12,0 2,6
* Can be tightened without draining oil ME-2 G122 | ME52 M20x15 | 26 11,6 21,5 40 80 12,0 2,6
*Up to 130°C ME-3 G 3/4” ME-53 M26x1,5 | 32 16,1 27,0 40 80 12,0 2,6
« With seal ME-54  M27x15 | 32 16,1 27,0 40 80 120 26
ME-55 M30x1,5 | 36 20,1 30,5 40 80 12,0 2,6
ME-4 G1 ME-56 M33x1,5 | 38 22,1 33,0 45 9,0 135 2,6
ME-57 M35x1,5 | 42 251 355 45 9,0 135 2,6
ME-57x36 M36x1,5 | 42 251 355 45 9,0 13,5 2,6
ME-5 G11/4” ME-58 M42x1,5 | 48 28,1 40,0 45 10,0 14,5 3,2
ME-6 G11/2” ME-59 M48x1,5 | 55 33,1 47,5 50 11,0 16,0 3,2
ME-7 G2 ME-60 M 60 x 2 70 43,1 60,0 55 11,0 16,5 4,5
For further enquiries or orders please contact us: Teplast GmbH Tel: +41 62 8712090 Email: info@teplast.com

Hauptstrasse 53
CH-5074 Eiken

Important Notice: Even though great care was taken in preparing the technical data sheets, mistakes cannot be excluded. Teplast GmbH cannot be made liable for any arising damages.
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